ENGINEERING RELEASE NOTES

S3 ProSavageDDR 

(4.14.10.0004-13.01.03) 05/12/2003
Recipient

S3

Purpose

Engineering release

Products Supported

· S3 ProSavage DDR
Resolutions Supported

Mode list for 100Mhz Memory Clock

*320x200
8,16,32
70

*320x240
8,16,32
72

*400x300
8,16,32
72

*512x384
8,16,32
70

*640x400
8,16,32
70

*720x480
8,16,32
75

*720x576
8,16,32
75

640x480
8
60, 72, 75, 85, 100, 160

800x600
8
56, 60, 72, 75, 85, 100, 160

848x480
8
75

1024x768
8
60, 70, 72, 75, 85, 100, 130

1152x864
8
60, 70, 72, 75, 85, 100

1280x1024
8
60, 72, 75, 85, 100

1600x1200
8
60, 75

640x480
16
60, 72, 75, 85, 100, 160

800x600
16
56, 60, 72, 75, 85, 100

848x480
16
75

1024x768
16
60, 70, 72, 75, 85

1152x864
16
60, 70, 72, 75, 85,

1280x1024
16
60, 72, 75, 85 (72,75,85 with no overlay support in 100Mhz)

640x480
32
60, 72, 75, 85, 100, 160

800x600
32
56, 60, 72, 75, 85, 100

848x480
32
75

1024x768
32
60, 70, 72, 75 (75 with no overlay support in 100Mhz)

Mode list for 133Mhz Memory Clock, In addition to 100 Mhz mode list

1024x768 
16 
100

1024x768
32
85

1152x864
16
100

1280x1024
16
100

1600x1200
16
60, 75, 85 (75, 85 with no overlay support in 133Mhz)
* The modes are DirectDraw modes.

Switches

HKEY_CURRENT_CONFIG\Display\Settings (for test use)
1. AGPSize

AGP memory size (in String Value)




Default: 

16 for 32-63MB system memory

24 for 64-127MB system memory

28 for 128-255MB system memory

28 for 256MB and above system memory

2. WV


ON: enable wait for Vsync




OFF: not wait for Vsync




Default ON   

3. DMACB

Command DMA memory type




4P: PCI memory




4A: AGP memory




Default 4P

4. COB


Enable Command overflow buffer




ON: Enabled




OFF: Disabled




Default ON

Software Requirements

Win95/Win98/WinMe

DirectX 9.0 required

Earlier versions of DirectX are supported, but are not tested or recommended for use with this driver version.

Language Support

· Full Language Support

ENU, CHS, CHT, DAN, DEU, ESP, FIN, FRA, ITA, JPN, KOR, NLD, NOR, PTB, SVE

Additions and Changes

Version: 4.14.10.0004-13.01.03

Date: 04/08/2003
· Fixed DCT500 issues: 3D resource management and DXVA test hang in P4M 2.4G.
· Fixed System hang up after WMP9 enters into full screen.
· The Flicker Filter Function key is incorrect at all modes on VT1621.
· Change major windows driver version to n.nn.10.nnnn for WHQL submission.
Version: 4.14.01.0003-13.01.02
Date: 03/12/2003
· Fixed DCT500 issues.

· Fix DX9 SDK Text3D sample shows incorrect problem.

Version: 4.14.01.0001-13.01.01
Date: 02/14/2003
· First release for DX9 DCT500 pretest.
Version: 4.13.01.3070-13.00.69

Date: 01/09/2003
· Fixed Boot OS at 8bpp mode, change to 16/32bpp mode, caused “Start Menu” or desktop corruption.
Version: 4.13.01.3068-13.00.68
Date: 12/06/2002
· Fixed Dos prompt screen and windows logo not expanded after resume from standby under Win98 (in JV mobile product).

· Fixed Play "Rindan II" in 16bit & 32 bit is too slowly.
Enable DXVA under Win9x.
Version: 4.13.01.3067-13.00.67
Date: 11/08/2002
· Fixed D3D DX7 / Driver Scenario failed.

· Fixed PowerDVD won't stop DVD Player under vt1621 without MicroVision support.

Version: 4.13.01.3066-13.00.66
Date: 10/31/2002
· Add a line "HKR,DEFAULT,NATIVE,0x00010001,0" in [S3_8_AddReg] to make fit-panel-size work.

· Fixed after resume from S3 and then play VCD movies by MediaPlayer 6.0 and full screen in 1024x768x32 bit. The overlay quality is bad under Win98SE.

Version: 4.13.01.3065-13.00.65
Date: 10/03/2002
· Add a line "HKR,DEFAULT,NATIVE,0x00010001,0" in [S3_8_AddReg] to make fit-panel-size work.
· Fixed 3DWinbench 2000 Quality/11/Linear Mipmap Linear failed. Root Cause: box filter is not checked before validate texture stage.
Version: 4.13.01.3064-13.00.64
Date: 09/18/2002
· Fix “Need For Speed” red sky problem.
Version: 4.13.01.3063-13.00.63
Date: 09/05/2002
· Added Russian language support to InstallShield.

· Fix Play Media Player with AVI or Mpeg file, modify zoom to 50% cause video screen corruption.
Version: 4.13.01.3062-13.00.62
Date: 08/23/2002
· Modify and fix scaling issues on special scaling ratio such as 20% and 25%.

· Fix DCT450SP1: Win9x: DirectDraw: CopyFourCC Test failed.

· Fix Incorrect shadow in Game Black & White.

· Fix Forced XYOffsetBit to 1 to fix "Opening movie of "Densya De Go! 2", horizontal line noise appears.

· Fix Forced XYOffsetBit to 1 to fix "Densya De Go! 2", garbage is shown around characters.

· Fix there is no overlay when play video on 1600*1200*32bits on win9x, ProSavageDDR.

· Texture missing or corruption in Nbench.

Version: 4.13.01.3061-13.00.61
Date: 08/16/2002
· Game Piece screen flash and texture corrupt.

· Fix Memory/Texture Management failed.

· Fix Graphics Bus: D3D AGP Texture Failed.

· Fix DX8 Texture Stage Failed.

· Fix DX7:PC99 #29 MultiTexturing Failed.

· Fix DCT450a and DCT450SP1: Win9x: DX8-Wireframe failed.

· Modify inf to remove 720*480, 720*576, 848*480, 1152*864, and 1360*768 modes.

Version: 4.13.01.3060-13.00.60
Date: 08/12/2002
· Fix DX7 fill mode test failed.

Version: 4.13.01.3059-13.00.59
Date: 08/11/2002
· Fix DCT stretch blt failed.

Version: 4.13.01.3058-13.00.58
Date: 08/09/2002
· Fix 3DMark2001SE Benchmark issue: Game 1- Car Chase - High Detail appears some texture mapping incorrect(car's shadow become red) with frame buffer 16MB.(13.00.57)

· Fix DCT450SP1 DX8-Fog fail on JV WinME.

Version: 4.13.01.3057-13.00.57
Date: 08/08/2002
· Add and enable Macrovision function of VT1622.

· Fix System outputs strange signal to CRT when you change the display mode to SXGA or higher.  Workaround by turn off Vsync in setmode.

· Fix Caption font corrupts on VB sample “BAR_GRAPH” in DirectX8.1 SDK. This issue occurs with only 16bpp. Add temporarily wait_for_idle at the function parsing DP2 command.

· Screen corruption on overlay animate in VC++ sample. (Return not play).

· Fix Enabled X8R8G8B8 pixel format for texture in the pixel format array, g_DX8Formats to fix runtime error occurs on Bar Graph in VB sample of DirectX SDK. This issue occurs with only 32bpp.

· Fix Pixel corruption when Windows drag from left CR50 bit 5,4 should set according to color depth.

Version: 4.13.01.3056-13.00.56
Date: 07/31/2002
· Add CRT calibration function and set registry in INF as defult = 0.

· Play AVI with Mediaplayer and move around, cause screen corruption.

· Fix Press CRT position function left button to end, found CRT display too dim, and press down, ,just click once.

· Fix Press CRT position any botton, the CRT display will be cut at 1280x1024 and black screen at 1600x1200.

· Fix Noise is shown when play mpeg file by Media Player full screen mode at 1280x1024x75Hz.

Version: 4.13.01.3055-13.00.55
Date: 07/25/2002
· Fix DCT450a DX8 Present Validation fail problem.

Version: 4.13.01.3054-13.00.54
Date: 07/19/2002
· Do not always turn on secondary stream processor (To fix performance drop).

· Open YUV and RGB stretch blt.

· Fixed RGB overlap stretch blt issue.

· Fixed CRT+LCD: Play video (AVI/MPEG1) or DVD with full screen in panning mode, then move mouse cursor around the edge will cause horizontal transparent line on the top of video window.

· Fixed CRT+LCD: Play video (AVI/MPEG1) or DVD in 640*480*8 or 800*600*8 will cause pink horizontal colorkey on the top of video window.

· Fixed RGB overlap stretch blt issue.

· Fixed the side effect that the bottom screen be cut off on 512*384 mode with CRT only when enable secondary stream processor.

· Under 1024x768x16 bits in panning mode, playing movies or overfly will cause a vertical garbage on the right side of screen.

· Fixed Play two MPEG files by Media player 8.0 and mplayer2.The mplayer2 window display abnormal.

· Fixed overfly will fly over the display area in panning mode.

Version: 4.13.01.3053-13.00.53
Date: 07/04/2002
· Implement 1.Flicker Filter Control, 2.Adaptive Flicker Filter Control, 3.Text Enhance Control, 4.Dot Draw Control support for VT1622.

· Fixed DVD with Macrovision protect still can be played when use the driver without Macrovision support.

· Fixed nothing display in DX8 sample "StencilDepth".

Play DVD with enable HWMC on win9x, drag video out of left screen at any mode, cause video flicker.
Version: 4.13.01.3050-13.00.50
Date: 06/13/2002
· PERFORCE Label: Win9x_4.13.01.3050-13.00.50

Fix there is a garbage line on the top of video when play DVD on full-screen under enabling HWMC with expand mode.

Added case in GetTVInfo() for VT1622.

Fixed driver doesn't keep TV contraction when system restarts. (Driver will restore contraction from registry in first-bootup when system restarts).

Version: 4.13.01.3049-13.00.49
Date: 06/05/2002
· PERFORCE Label: Win9x_4.13.01.3049-13.00.49

Fixed there is a pink line on the top of video with expand mode.

Added 1.Output Type (Query, Get, Set), 2.Luma/Chroma Filter Control, 3.Dot Crawl Control, 4.Adaptive-Flicker-Filter-Control, and Text Enhance(Sharpness) Control support for VT1622.

Version: 4.13.01.3048-13.00.48
Date: 05/31/2002
· PERFORCE Label: Win9x_4.13.01.3048-13.00.48

Wrong Chip Type "ProSavage P4DDR" from adapter information of display properties.

Version: 4.13.01.3047-13.00.47
Date: 05/29/2002
· PERFORCE Label: Win9x_4.13.01.3047-13.00.47

· Adding restore TV Overscan/Underscan setting into function "RestoreUserDefaultfromRegistry".

· VT1622-9x-001.  Support 1024x768 mode without panning with VT1622.

Version: 4.13.01.3045-13.00.45
Date: 05/22/2002
· PERFORCE Label: Win9x_4.13.01.3045-13.00.45

· Ported some new features from Main Trunk and made a new branch. (This version should not be announced and is for internal use only)

Version: 4.13.01.3042-13.00.42
Date: 05/08/2002
· PERFORCE Label: Win9x_4.13.01.3042-13.00.42

· There is no option for TV-out when using logo's driver 13.00.17(ME/98SE) & bios 3.3C.18.

· Enable CRT+TV with BT869, change to PAL mode,but TV  signal still in NTSC.

Version: 4.13.01.3041-13.00.41
Date: 05/02/2002
· PERFORCE Label: Win9x_4.13.01.3041-13.00.41

· Update the W\Z fog condition to fix some fog-relative errors of some games. (referenced from perm3 code)
Version: 4.13.01.3039-13.00.39
Date: 04/11/2002
· PERFORCE Label: Win9x_4.13.01.3039-13.00.39

· Fix Video-CD replaying cause block noise with WinDVD player under 1024*768*16bit with 8M.

Version: 4.13.01.3038-13.00.38
Date: 04/10/2002
·  Win9x_4.13.01.3038-13.00.38

Fix “Need for speed” has 2 different sky colors.

Version: 4.13.01.3037-13.00.37
Date: 04/03/2002
PERFORCE Label: Win9x_4.13.01.3037-13.00.37
· Enable CRT+TV simultaneous.

· Fix after Suspend/Resume, PAL-* is changed to NTSC.

· Fix Video-CD replaying cause block noise with WinDVD player under 1024*768*16bit with 8M.

· Fix PAL change to NTSC after reboot.

· Play a DVD using WinDVD and a TV via a VCR, Stop playing.  Macrovision is working. (the screen goes to bright then dark and vice versa) (SXGA+, XGA)

Version: 4.13.01.3035-13.00.35
Date: 03/20/2002
PERFORCE Label: Win9x_4.13.01.3035-13.00.35
· Fix the cursor hot spot was off to the left when LVDS was on.
· Fix when CRT+LCD or LCD only, mouse cursor spot offset at above 1024*768 mode.
· Replace S3Display, S3Info2, OpenGL ICD, S3Overlay.
Version: 4.13.01.3034-13.00.34
Date: 03/14/2002
PERFORCE Label: Win9x_4.13.01.3034-13.00.34
· Replace S3Switch2, S3Gamma utility page by S3Info2, S3Display, S3Gamma2.
· The full screen of command prompt is out of synchronous in PAL and NTSC.
Version: 4.13.01.3033-13.00.33
Date: 03/07/2002
PERFORCE Label: Win9x_4.13.01.3033-13.00.33
· Add MacroVision support for VIA VT1621.
· Fix DX8 Texture Stage failed.

· Prune 848x480, 1152x864 display mode on LCD, and disable 1280x768, 1280x960, 1360x768 if without same size LCD panel.
Version: 4.13.01.3032-13.00.32
Date: 02/28/2002
PERFORCE Label: Win9x_4.13.01.3032-13.00.32
· Fix Harry Potter brighter rectangle problem.

· Perfect fix issue of HCT9.6 can't install.
· Add support for VIA TV encoder VT1621.

Version: 4.13.01.3031-13.00.31
Date: 02/21/2002
PERFORCE Label: Win9x_4.13.01.3031-13.00.31
· Therer are many green garbage on panel when you enter standby under win98.
· Under frame buffer 8M on WinME,the powerdvd display is abnormal if we switch from Dos full-screen twice.
· Benchmark and Game mode of 3D Mark 2001 can't show FPS and TIME value properly.
Version: 4.13.01.3030-13.00.30
Date: 02/14/2002
PERFORCE Label: Win9x_4.13.01.3030-13.00.30
· fixing DCT450a Flip Status test and Flip Multi-Surface test
· Many noises appear in DVD replaying, Annex Title 37 with full screen in 14x10x16, Me
· Install HCT 9.6 in WinME and "testmgr.exe" get GPF
Version: 4.13.01.3029-13.00.29
Date: 02/06/2002
PERFORCE Label: Win9x_4.13.01.3029-13.00.29
· System hang up when wake up at rotate 90(270)
· fixing Flip Status test and Flip Multi-Surface test that there is a flickering dot moving ahead the white vertical bar.

Version: 4.13.01.3028-13.00.28
Date: 02/05/2002
PERFORCE Label: Win9x_4.13.01.3028-13.00.28
· TV-with BT869 Position button on 800*600 and default button on 640*480 will be corruption on both TV+CRT.
· DCT450a DDraw/Flip Multi Surface 800x600x32 failed with FB 8MB.
· Multi-adapter broke on Twister
· WHQL:DCT450a:Win9x GDI:WinGDI and GUIMAN display test random hanged.
· Hardware cursor can't move over right half screen at 640x480 in 1600x1200 panel.
Version: 4.13.01.3027-13.00.27
Date: 01/31/2002
PERFORCE Label: Win9x_4.13.01.3027-13.00.27
· Overfly sample move to the bottom or right side of screen will over the desktop edge at 640*480, 720*480 with 7005 and 640*480, 720*480, 720*576,800*600 with CH7009
· Blt-Color Key VMEM to Primary failed in DCT450A secondary.
· LCD+CRT/LCD+TV/LCD+DVI: screen becomes blue and system hangs when launching ZiffDavids test application @1280x1024x8 when GDI call Enable with not physical init hardware, mustn't update GAMMA.

· Right of screen has noise if play VCD at 640x480x256 with WinMe when playing in full.
· Therer are many green garbage on panel when you enter standby under win98.
· DCT450a DDraw/Flip Multi Surface 800x600x32 failed with FB 8MB. Correct the check condition for WinDVD.
· S3 resume system hang up / panel white out.
· Play Pinball and change to full screen then waiting for 1 minute to turn off screen. After wake up, the screen will be corruption.
· Multi-adapter broke on Twister

Version: 4.13.01.3025-13.00.25
Date: 01/24/2002
PERFORCE Label: Win9x_4.13.01.3025-13.00.25

Fixed :

Internal overfly issue

TV with BT869, Position button make Error.

Can't change S-Video or Composite TV-Output type with Bt869

Pink color key at the bottom of DVD playback window in Win98 at mode 6*4*8

Noise in DVD playback in Win98 in UXGA panel

Noise in DVD playback in Win98 in SXGA+ panel

Version: 4.13.01.3024-13.00.24
Date: 01/21/2002
PERFORCE Label: Win9x_4.13.01.3024-13.00.24
· Fix Execute 3DWinbench 99 ,Run 3D Quality test item,System will be hang.

Version: 4.13.01.3023-13.00.23

Date: 01/17/2002
PERFORCE Label: Win9x_4.13.01.3023-13.00.23
· add new S3Overlay version to all driver packages.
· Fix, Enable TV with CH7009, press default button have error message “ An error occurred while windows was working with the control panel file C:\windows\system\desk.cpl”.
· Fix  The full screen operation fails when replay screen are zoomed for Twister..
· Fix when onboard graphics is working as secondary display. System hang up after resuming from "monitor off".
· Implement TV Position Table dynamic-adjust due to different BIOS.
Version: 4.13.01.3022-13.00.22

Date: 01/10/2002
PERFORCE Label: Win9x_4.13.01.3022-13.00.22

· Fix the S3Overlay cannot display in XGA full screen on S3Overlay preview window for Twister.

· Fix Arbor_003 Cursor point is incorrect when use customer LCD, for ProSavage.

· Fix system can’t get into STD (Hibernation) mode in JVDDR.

· Fix when ATI works as a secondary adapter, the initialize screen displayed Windows is not shown, for ProSavage.

Version: 4.13.01.3020-13.00.20

Date: 12/27/2001
PERFORCE Label: Win9x_4.13.01.3020-13.00.20

· Fix VIA SV-P4M266-PRF-0067, TV CH7009 function will be disabled after reboot system.
· Fix Macrovision signal causes brightness too high in PAL mode.
· Modify the behavior of Win9X like XP/2K when user want to reload default value (Position and brightness) from utility page.
Version: 4.13.01.3018-13.00.18

Date: 12/14/2001
PERFORCE Label: Win9x_4.13.01.3018-13.00.18
· Fix Win9X GDI/GUIMAN hang issue for ProSavage and P4M.
· Under Win98SE, it shows white screen & can't into STD (Hibernation) mode Twister.

· Fix Win9x DCT450a DX8 Alpha Blending fail issue.
Version: 4.13.01.3016-13.00.16

Date: 12/07/2001
PERFORCE Label: Win9x_4.13.01.3016-13.00.16
· Horizontal Noise appears at bottom of playback window during any movie playback on DVI.

· DCT400a D3D alpha blending test failure

· Change-mode will get CRT crash but LCD is good for KN266

· Arbor_002, Can not install VGA driver successfully when using 8X6 TFT panel on ProSavage. 

Version: 4.13.01.3015-13.00.15

Date: 11/30/2001
PERFORCE Label: Win9x_4.13.01.3015-13.00.15

Fixes for TV out issues

1. CRT+TV icon become white background after enable TV 1621 NTSC/NTSC Japan with 16/32 bpp

2. System hang after uncheck TV 1621 option (TV type set PAL)

3. TV CH7005/CH7009 function will be disabled after reboot system

4. System hang easy when enable VT1621

5. DVD windows will appear pink spot when playing DVD Playback with TV CH7009

6. Test Pattern" function with TV CH7009 have flicker line by 640*480*8bit by CRT+TV ,TV only

7. Enable TV with TV CH7005: Open S3Overlay tab from Display Properties and desktop will appear garbage at 800*600*16 mode

8. Move cursor cause "2D Flip" screen occur.  Vertical split at 1400x1050x8\16\32 bit with CRT+TV

9. Enable TV with TV-7005: The TV and CRT will appear corruption when play Overlay or Mosquito at 640*480*8 mode

10.Execute "2D Flip" have curruption at 640x400 by BT869

Others

· Made P4M, P4N, KM266 and KN266 same mode list.

· Updated AGP VIAGART vxd to version 4.1.

· Added DVI support for P4M

· Fixed play DVD (video overlay) with DVI panel fullscreen cause the panel screen flicker.

· Fixed  For KN266, Video (AVI/MPEG1/MPEG2) playback at 8bpp panning mode with window or full screen, move desktop screen cause video window occurs vertical division and video broken.

· Fixed DCT450a DirectDraw YUV Blt Test.

· Fixed Noise appears on the right edge of the analog CRT screen when movie is played under full screen for ProSavage Fujitsu.

· Fixed after user re-install the display driver at sefe-mode, system detects two ProSavages and multi-monitor feature is enabled, for ProSavage Fujitsu.

Version: 4.13.01.3014-13.00.14

Date: 11/21/2001
PERFORCE Label: Win9x_4.13.01.3014-13.00.14

· Fix there is a black dot on desktop when software cursor enabled for SavageNB.

· Fix Internet Explorer is shutdown forcibly when access to specified page in English town site, for SavageNB.
· Fix DCT450A/400A GDI->AVI test. Hang up in 1600X1200X32bpp .

· Fix DCT450a Direct DrawBlt-textures.

Version: 4.13.01.3010-13.00.10

Date: 11/07/2001
PERFORCE Label: Win9x_4.13.01.3010-13.00.10
· Fix ProSavage soft hang problem when playing DVD (with MC) and keep clicking the right mouse button .

Remove 1600x1200 75Hz and 85Hz  refresh rates for P4MDDR

Version: 4.13.01.3009-13.00.09

Date: 10/26/2001
PERFORCE Label: Win9x_4.13.01.3009-13.00.09
-Fix DX8.1 DCT450a 25 subtests items

-Correct BIOS version for P4MDDR

-Phil: Fix Excel2000 Cell Rotation problem (0xFFFF is invalid).

-Remove NTSC-Japan support from user's selection.

-Fix for Twister and TwisterK's Expansion and Centering problem

-Patch CR_90 to 90 for 640x480 (256C) @ 60Hz, 75Hz for Video problem.

-Get Adapter Default Refresh rate from Registry if the key is exist. 

-Implement TV under/overscan control on both Win2k/Xp/98 trunk.

-Remove support for 640x480 @ 160Hz refresh.

Version: 4.13.01.3007-13.00.07

Date: 10/10/2001
PERFORCE Label: Win9x_4.13.01.3007-13.00.07
-fix for P4M DVD Player Bug

-Fix Stream processor problem under TV-Out 256C mode

-work around bug on P4 or twister:sysmark randomly hang up by resending  command instead of automatically repeat.

-Disabled DXVA support in Win9x

-Add a Cursor_move var to block cursor movement during hibernate

-add a patch not to set aspect ratio=1 in order to run space haste

-fix the bug that can't change TV type to PAL mode with BT869.

-Open the 1152x864, 1280x768, 1280x960, 1360x768 mode for P4M.

Version: 4.13.01.3006-13.00.06

Date: 10/02/2001
PERFORCE Label: Win9x_4.13.01.3006-13.00.06
DCT400 Overfly test failure.

Updated ProSavageDDR mode table.

Version: 4.13.01.3005-13.00.05

Date: 9/27/2001
PERFORCE Label: Win9x_4.13.01.3005-13.00.05
The screen will flash when play *.avi/*.mpeg file and open the MS-DOS prompt at once.

Add fix for "We press hot-key to switchdisplay in 640x480  while playing DVD. We will see wrong overlay"

To fix the bug:"When CRT+TV, set resolution 1600*1200 and then switch to 1024*768, the CRT&TV no display and system hang." Because Twister only have one display.

Dolphin GPF from monitor off
Version: 4.13.01.3004-13.00.04

Date: 9/20/2001
PERFORCE Label: Win9x_4.13.01.3004-13.00.04
Update BCI PM 48c24 value to 3f01.

Version: 4.13.01.3003-13.00.03

Date: 9/14/2001
PERFORCE Label: Win9x_4.13.01.3003-13.00.03
Change mode over LCD maximum resolution (Panning mode) with CRT+LCD or LCD only, move cursor around edge, screen discolor or corruption.

The following should have been closed already, but they are still on the P4M status.

There is no un-install for the video driver in the Windows Control panel Add/Remove list.  

The new version number did not change between the current BIOS and the previous driver.

4.13.01.0002-13.00.02 09/07/01
PERFORCE Label: Win9x_4.13.01.0002.13.00.02
There is no un-install for the video driver in the Windows Control panel Add/Remove list.  

Driver Language help file isn't match with release notes.

The new version number did not change between the current BIOS and the previous driver.

Updated SR5E code for all Integrated parts.  Now we match what XP guys do.

4.13.01.0001-13.00.01 08/30/01
PERFORCE Label: Win9x_4.13.01.0001.13.00.01
Initial Release of ProSavage P4DDR W9x driver.

Updated the mode table.

Removed AlphaSat support from D3D.

Installation Instructions
Use standard Win9x driver installation procedures for driver installations.

VIA VGART.VXD is installed when the driver is installed.

Developer(s)
S3 Win9x team.
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